Basic Peristaltic Pump

BT300-2)/B7600-2)

BT300-2)

Max. Flow Rate

Al 3600 mLimin

Mainiy used In Iaboraiorial application.
Higher speed and flow rate than BT100-2J.
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BT300-2J BT600-2.J
Speed 1rpm-300rpm, CW/CCW 1rpm-600rpm, CW/CCW
Speed resolutlon 1rpm
Control mode Control panel, external signal contrel and communication control are available
Display 3-digit LED display for current speed c E
Start/stop, direction and speed control (4-20mA, 0-5V, 0-10V, 0-10kHz
External control
External control madule optional)
Communicatlon Interface R3485
Power-off memory Return to previous state when power on
Prime For fast fllling and empiying at full speed
Dimansion {L x W xH) 285X 207180 {mm)
Powar supply AC 20V-260V/48W ‘ AG 90V-260V/100W LAB |
Operating tamparature 0t040°C
Relative humidity < B0%
IP rating IP31 @'.‘?.“&
Weight 3.6ky 3.8kg
Madel Product Gode Pump Head Tubing A H““f Rate Bk
(mL/min) (kg)
YZ1515x, YZII15 13714 19* 167 25" 17° 18° 1140
: #
BT300-2 05.02.31A YZ2515x . 15‘ 24‘ - 840 4.0
YZlI25 15" 247 357 36 1500
DG15-24 16* 25*17° 900 {SIngle Channel) 4.4
¥Z1515x, YZI15 13*14% 197167 25" 177 18* 2200
BTE00-2. 05.02.62A ¥YZ2515x 15% 24* 1600 42
YZli2s 15" 24° 35° 36" 3000
DG15-24 18*25%17° 1800 {SIngle Channel) 48




