Dispensing & Filling System - Peristaltic Pump
FK1-1001

FK1-100Z is mainly designed for automatic
filling & dispensing machine.

Position Slot

=
1y
7
ol
o
o
=
=
=
™
L]
Lo
=
w0
-
[T}
o
=
(=]

Channsl 4
Channel 3

Dispensing volume 0.5mL-100mL
Dispensing tima 0.5t0 30s
Speed 1rpm-800 rpm
Back suction time Oto1s

Dispensing calibration
Start/stop control slgnal Input
No bottle signal Input
Powar-off memaory

Calibrate dispensing volume to improve accuracy
1 switch signal

4 switeh signals corresponding to 4 channels
Storing the running parameter automatically

Communicatlon Interface RS485
Dimension {Lx W xH}) B00X 200X 174 {mm)
Powar supply AG 2201-10%/300W
Operating temperature 0to 40°C
Relativa humidity <80%
IP rating P31
Waelght 1B.7kg
Modsl Product Coda | Pump Head DlspensimE)Volume Tubing Dlspenzlil;g Lk Pracision HI:E; Tg(sll'rll:"l) P{::;ﬂl\:;y
2-3 14° 1-1.5 =1.5 30-24
3-6 19* 1-2 =2.0 30-20
¥21515x 6-12 18* 1-2 =3.0 30-20
FK1-100Z-B | 05.11.00B 12-20 25" 1-1.6 <2% =3.0 30-23
20-40 17’ 1-2 =3.0 30-20
Y29515x 12-20 15* 1-1.6 3.0 30-23
20-40 24 1-2 <3.0 30-20

Tel: 86 - 212 - 3110087

Fax: 86 - 312 - 3188553

Internet
wr.!ongorpump.comp

E - mall:longer@longerpump.com

37



