Basic Peristaltic Pump

WT600-2)

Spood

Speed resolution
Spead accuracy
Control mode

Display
External control

Communication Interface
Power-off memory

60rpm-600rpm, CW/GCW

1irpm
<+1%

Control panel, external signal control and communicatlon
control are available

3-digit LED display for current spasd

Start/stop, directlon and speed control (4-20mA, 0.5-5V, 1-10V,
1-10kHz external control module optional)

RS485

Return to previous state when power on
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Prime For fast filling and emptying at full spead Mai - -
ainly used in Iaboralorial
Dimension (L xWxH} 285X 207 X180 {mm} 1 y ) .
Power supply AG 220V 20%/200W or AG 110V:£20%/200W application. With brushiess motor,
Operating tamperature Oto 40°C can drive mulli-pump heads.
Relatlve humlidity <80%
IP rating P31
Wolght 5.2kg
QY LAB
Madal Flow Rata Walght
{Product code, Powar supply} RumpHsad Tubing {mL/min} {kg}
(1 lzl 3!4)XYZ1515x E 4 & & 3 + : F x
13147197167 25717718 4-2200 {Single Channel
WT600-2J-A {1,2,3,4}XYZI5 (Sing ) 5.6-5.8
(05.02.63A, AC220V) {1,2,3,4)XY¥22515x 15% 24* 100-1600 {Single Channel)
WT600-2J-B (1,2) XYZI125 15* 24* 35° 36" 100-3000 (SIngle Channal) 5.6-5.0
(05.02.638, AC110V) DG15-24 16* 25* 17* 50-1800 (SIngle Channel) 6.0
(1,2)xK225 15° 24° 35° 36° 200-6000 (Single Channel) 6.0-6.8




