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Dimension (L xxWxH)
Fower supply

Oparating temparature
Relative humldity

IP rating

Weight

60rpm-600rpm, CW/CCW

1rpm

=+1%

Membrane keypad, external signal control and
communication control are available

3-digit LED display for currant spasd, 4 LED Indlcators

for operating stats

Start/stop, diraction and speed control {4-20mA, 0.5-5V,

1-10¥, 1-10kHz external control module optional) E','.,':,',",‘,':";:,‘.',',‘i':ﬁ »
RS485 Imiarface and powar Intertace.

Return to previpus state when pawer an

For fastfilling and amptying at full spesd
273X190X 272 (mm})

AC 220V 20%/200W or AC 110V 20%/200W
0te 40T

<90%

IP55

7.3kg

Mainly used in industrial application.

With brusiiess motor, can drive
muiti-pump head’s.
Stainlass steal housing, high IP rafing.

Model ; Flow Rate Weight
{Product code,Power supply,Speed control slgnal) Fump Head Tiing {mL/min) {kg)
WTG00-3-A (05.02.64A,AC220V,0.5-5V} (1. 2. 3. )X YZ1515x | 13*14*19°16"
WTG00-3.-B (05.02.64B,AC220V,1-10Y) 4-2200 {SIngle Channel)
WT600-3.-C (05.02.64C,AG220V,4-20mA) (1. 2. 3. 4)X Y215 25*17" 18" 7.7-3.9
WT600-3J-D {05.02.64D,AC220V,1kHz-10kHz
WTﬁDU-aJEE (05.02.64E,A6220V,RS485) } {1 v 2 3. 4})( YZ2515% 15*24* 100-1600 (Slngla Channnl}
mggg:gjjg Egg-gg-g:g“ﬂ:%“ﬂg"v)} (1 2)X YZI25 15°24* 35° 36* | 100-3000 (Single Channel) | 7.7-8.1
WTB00-3J-H (05.02.84H,AG110V,4-20mA) DG15-24 16% 25" 17* 50-1800 (Single Channel) 8.1
WT600-3J-J (05.02.64J,AC110V,1kHz-10kHz) e
WT600-3J-K (05.02.64K,AC110V,RS485) (1. 2)x K225 15% 24" 35° 36 200-6000 (Single Channel} | 8.1-8.9




